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GENERAL NOTES

1. COORDINATE ALL BUILDING ENTRIES WITH SITE GRADE.

2. COORDINATE ALL WINDOW MULLIONS W/ FINALIZED
WALL LOCATIONS AT CENTERLINE OF WALL TO
CENTERLINE OF MULLION.

3. COORDINATE EXTERIOR MATERIALS TO MEET VA
EXTERIOR REQUIREMENTS. REFERENCE STANDARDS IN THE
SFO.

4. COORDINATE UTILITIES WITH MECHANICAL, PLUMBING
AND ELECTRICAL ROOMS.
e 5. TO MEET THE DAYLIGHTING AND ENERGY GOALS FOR
THE PROJECT, EXTERIOR SUN CONTROL DEVICES MAY BE
REQUIRED AT WINDOW OPENINGS DEPENDING ON THE
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SIDE ELEVATION

KEYED ELEVATIONS AND SECTION
NOTES

o

@ PAINTED ALUMINUM CURTAINWALL WITH CLEAR,
LOW-E INSULATED GLAZING UNITS. GLASS TO BE
VERTICAL CAPTURED MULLIONS & HORIZONTAL
TO BE STRUCTURAL GLAZED JOINTS (WHERE OCCURS).

@ PAINTED ALUMINUM STOREFRONT SYSTEM WITH
CLEAR, LOW-E INSULATED GLAZING UNITS.

@ PAINTED ALUMINUM STOREFRONT ENTRANCE DOORS
WITH CLEAR, LOW-E INSULATED GLAZING UNITS.

@ PAINTED ALUMINUM STOREFRONT CLERESTORY
WITH CLEAR LOW-E INSULATED GLAZING UNITS.

@ 4" THICK REGIONAL LIMESTONE OVER STL. STUD
BACKER WALL.

COMPOSITE ALUMINUM FASCIA/ COPING.

PAINTED ROLL-UP OVERHEAD DOOR.

PAINTED INSULATED H.M. DOOR & FRAME.

PREFINISHED METAL COLUMN COVER.

LINEAR WOOD PANEL SOFFIT.

COMPOSITE ALUMINUM PANEL SYSTEM.
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